
 

 

 

LEEPERSE V10 
Dispersing and leveling for polyester and anti-oligomer with emulation oils and fat. 

 
 

Characteristics 

Type of product         condense component and alkyl aryl polyglycol ether and Complexing agent 

Ionogenity  nonionic/anionic  

Appearance  brownish 

Consistency  viscous liquid 

 

Properties 

 

 Good leveling in dyeing polyester 

 Useable in jet and o autoclave because low foam 

 Delete dye agglomeration of dyeing equipment 

 Increase the fastness for dyed fabrics 

 Precipitation inhibitor in dyeing 

 Cleaning and emulation dirty and oils and fat on fabrics 

 Decreasing wet blotting  

Application 

 

Dissolving method dissolving in water easily 

 

 

Guide recipe  

  
l g/ Polyester dyeing            1-2       

               g/l  2-3   Reductive washing         
Indigo dyeing               0.5-1  g/l    
 

     

 

 

 
Special remarks 

Storage stability 12 months 

The products sensitive to frost. If it is cold,must used after thawing and stirring. 

 

textiletechnology 

SGC 

 

 

http://www.google.com/search?hl=en&biw=&bih=&q=anti+oligomer&gbv=2&gs_l=heirloom-hp.3..0i13i30l4j0i8i13i30.2180.11389.0.12514.12.12.0.0.0.0.374.3132.1j1j5j5.12.0...0.0...1c.1.UoSelMQEjms&nfpr=&spell=1
http://www.google.com/search?q=cadence+component&hl=en&biw=&bih=&gbv=2&gs_l=heirloom-hp.3..0i13i30l4j0i8i13i30.2180.11389.0.12514.12.12.0.0.0.0.374.3132.1j1j5j5.12.0...0.0...1c.1.UoSelMQEjms&spell=1
http://www.google.com/search?q=autoclave&hl=en&biw=&bih=&gbv=2&gs_l=heirloom-hp.3..0i13i30l4j0i8i13i30.2180.11389.0.12514.12.12.0.0.0.0.374.3132.1j1j5j5.12.0...0.0...1c.1.UoSelMQEjms&nfpr=&spell=1

